
35RÉSOLUTION DES PROBLÈMES
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Rien ne fonctionne.
Vérifier la tension de sortie entre les bornes ' - ' et ' + ' de l'alimentation. Celle-ci doit être

comprise entre 17Vc.c. Si ce n'est pas le cas, déconnecter l'alimentation de l'installation et
mesurer la tension. Si elle est maintenant correcte, c'est qu'il y a un court-circuit dans
l'installation. Débranchez le transformateur du réseau et vérifiez l'installation.

Vérifier la polarité du câblage d'alimentation est correct.
Les installations avec un moniteur, vérifiez le moniteur est configuré comme principale,

(voir page 32).

, (voir page 32).
Le moniteur ne reçoit pas d'appels.

Vérifier la tension de sortie entre les bornes ' - ' et ' + ' de l'alimentation. Celle-ci doit être
comprise entre 17Vc.c. Si ce n'est pas le cas, déconnecter l'alimentation de l'installation et
mesurer la tension. Si elle est maintenant correcte, c'est qu'il y a un court-circuit dans
l'installation. Débranchez le transformateur du réseau et vérifiez l'installation.

Vérifier la polarité du câblage d'alimentation est correct.
Les installations avec un moniteur, vérifiez le moniteur est configuré comme principale,

(voir page 32).

, (voir page 32).
Volume de la mélodie d'appel dans le moniteur n'est pas satisfaisant.

Vérifiez le réglage de volume d'appel dans le moniteur, (voir page 32).
Le volume audio n'est pas satisfaisant.

Régler le niveau comme expliqué page 24.
L'intercommunication ne fonctionne pas.

Rappelez que cette fonction est seulement possible dans des installations avec deux
.

Vérifiez la fonction d'intercommunication, a été correctement réalisé, (voir page 30).
Vérifiez la configuration des moniteurs est la correcte, (voir page 32).

La commande de gâche ne fonctionne pas.
Rappelez que cette fonction est seulement active durant le processus d'appel, communication ou

d'auto-allumage.
Vérifiez la gâche électrique ainsi que son câblage.

Les installations avec deux , vérifez le moniteur est configuré comme
principale et

Les installations avec deux , vérifez le moniteur est configuré comme
principale et

audio

ou plusieurs moniteurs
le reste comme secondaires

ou plusieurs moniteurs
le reste comme secondaires

ou
plusieurs moniteurs

Egylakásos audio 
kaputelefon, 
vandálbiztos 
kültériegység

Felhasználói 
Kézikönyv

PE-295/1 GRF
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SYSTEM OPERATION
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Video door entry system with simplified installation (2 wire bus without polarity).
Up to 2 access door panel.
Up to 2 apartments (must be configured, see page 41 for the door panel and page 50 for the monitor).
Up to 4 monitors per installation.
Systems with 1 apartment, maximum 4 monitors.
Systems with 2 apartments, maximum 4 monitors, allowing the following combinations:

1 monitor in 1 apartment and 3 monitors in the other apartment.
2 monitors in each apartment.

Maximum distance between the last door panel and the last monitor: 100m.
Maximum distance between Master monitor and Slave monitor: 20m.
Maximum distance between power supply and monitor: 20m.
Maximum distance between door panel and lock release: 20m.
Door opening timed at 4 seconds.
D.C. lock release.
Contact free auxiliary for activating auxiliary devices, do not switch voltage and current higher than
12Vdc/1A between C and NO door panel terminals.
Activating auxiliary devices timed for about 2 seconds.

Privacy on audio and video communications.
Autoswitch-on function (with the communication channel remaining free).
Intercommunication function (with the communication channel remaining free).
Activation auxiliary device.
Colour monitor 7".
Different call tones which identify the call procedure: door panel and intercom.
Configuration of the monitor through screen menus, using monitor front push buttons:

Brightness, contrast and colour control.
4 adjustments for call volume: maximum, medium, minimum and off.
4 adjustments for voice volume: from minimum to maximum.
4 different ring tones selection for door panel call.
To configure the monitor as Master or Slave.
To configure the location of the monitor: Apartment 1 or apartment 2.
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Acoustic call acknowledgment signals.

:372S Colour monitor
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To make a call, the visitor should press the over one of the push button ends, (if the door panel is
configured for 2 each end of the push button will call to one apartment) as it is shown on the
label of the push button, an acoustic tone will be heard confirming the call is in progress. At this
moment, the call will be received at the monitor(s) in the apartment.
The call tone lasts for 30 seconds, unknown to the visitor, the picture is displayed in the master monitor
just a few seconds after the call is received. If the call is not answered in 30 seconds, the picture will
disappears.
To establish communication press push button monitor.
The communication will last for 90 seconds or until press push button monitor again.
To open the door, press the door release push button during call reception, communication or
autoswitch-on processes: with one press, the door release operates during 4 seconds.
During activation, the picture will disappear from the monitor screen.
The description of the function push buttons is shown on page 45.

SYSTEM CHARACTERISTICS
Biztonsági figyelmeztetések

1

1.Ne szorítsa meg túl erősen a csavart a transzformátor telepítésekor.

2.Telepítéskor a rendszereszközök ne legyenek tápfeszültség alatt.
Telepítés előtt húzzon ki minden tápcsatlakozót az eszközökből.

3.A rendszer bekötése előtt ellenőrizze az ajtópanel, telefonok és
a transzformátor csatlakozásait az alábbi utasítások alapján.

Rendszer telepítés

2

1

Transzformátor és
mágneszár telepítés

T-810 telefon telepítés

DIN 46277DIN 46277

3

3,5

M 4 x 8

3,5 x 25

3,5 x  25
DIN-7971

 3,5 x 25
DIN-7971

6

3,5 x 25

6

 DIN-7972 

 DIN-963
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STARTING RECOMMENDATIONS
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Do not use excessive force when tightening the power supply connection block screws.
Install the equipment without the power connected.
Before connecting the system, check the connections between door panel/s, monitor/s and the
power supply connection.
Only use compatible 372S colour monitor (cod. 11658372).
Only use parallel or twisted cable (to sections see page 52).
Do not use single wire.
Do not double the cable to increase the section.
The entire installation must be at least 40 cm. away from any other installation otherwise there is
a risk that the audio signal be exposed to interference, or that the system does not work correctly.
Always use 12 Vd.c. lock releases (cod. 20600149, not included in the kit).
Do not switch voltage higher than 12 Vd.c. / 1A between C and NO door panel terminals.
Both monitor and door panel are delivered with a protective film, to avoid scratches during the
installation. These films must removed by the end user only.
Do always follow the enclosed information.

O

INTRODUCTION

First of all we would like to thank and congratulate you for the purchase of this product manufactured by
Golmar.

The commitment to reach the satisfaction of our customers is stated through the ISO-9001 certification
and for the manufacturing of products like this one.

Its advanced technology and exacting quality control will do that customers and users enjoy with the
legion of features this system offers. To obtain the maximum profit of these features and a properly wired
installation, we kindly recommend you to expend a few minutes of your time to read this manual.

2
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Telefon

Ajtó panel

4

3

Kösse be a vezetékeket 
a süllyesztett dobozba.

Helyezze az azonosító 
matricát a nyomógombra.

Süllyesztett doboz mérete (mm)
H M SZ

132 45132

Rendszer telepítés

Csavarozza rá 
az előlapot.

Ha szükséges, állítsa be a hangerőt 
egy csavarhúzó segítségével.
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Door panel positioning.

1650
1850

1450

The upper part of the door panel should be placed at 1,65m.

.
However it´s recommended to take additional cautions, like the use of the supplied rainproof
cover or the installation under a covered place.

To obtain a good quality picture on video door entry systems, avoid direct incidence from light
sources (sun, streetlights, ...). It´s recommended the use of an external illumination source in
case of low light conditions.

The door panel has been designed to be placed under most of the environmental conditions

Remove the aluminium front.

Unscrew the door panel bottom screws.

With help of an screwdriver, remove the aluminium front
making a light pressure in the door panel bottom holes,
as shown on the picture.

Bekötési ábra

Független 2

TF-103

Mágneszár

230 VAC

SECPRI

Ind 10 5

2.50mm²

1.00mm²

0.50mm²

100m

1 3 4

Párhuzamosan csatlakoztatott telefonok 
esetén kösse össze a hívó vezetékeket és 
duplázza meg a vezeték keresztmetszetét.

3
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A dokumentáció a Delton szellemi tulajdona, ezért annak változtatása jogi következményeket vonhat maga után. 
A fordításból, illetve a nyomdai kivitelezésből származó hibákért felelősséget nem vállalunk. 

A leírás és a termék változtatásának jogát a forgalmazó és a gyártó fenntartja. 

T-810 T-810

Független 1

Független 2

Független 1




